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COMMON HUB/ROTOR/BRAKE COMBINATIONS OF THE NEW 9300 SERIES BILLET HUBS

BRP 9391

REAR HUB COMBINATIONS 
#1 
NON FLOATING   3 BOLT CRATE OR LITE BRAKING 358 
BRP 9380 REAR HUB 
BRP 65W ROTOR 
BRP 9389 BRAKE BRACKET 
BRC 170-4088 BRAKE CALIPER FOR 3/8 ROTOR !
#2 
NON FLOATING 8 ON 7   5 BOLT HUB FOR BB OR HARD BRAKING 358 
BRP 9383 REAR HUB 
BRP 9385 ROTOR ADAPTER 
YOUR CHOICE OF 8 ON 7 BRAKE ROTOR 
YOUR CHOICE OF ANY CALIPER AND BRACKET THAT SUITS YOUR NEEDS !
#3 
FLOATING 8 ON 7   5 BOLT HUB FOR BB OR HARD BRAKING 358 
BRP 9383 REAR HUB 
BRP 9385 ROTOR ADAPTER 
BRP 9386 FLOATING T-NUTS 
YOUR CHOICE OF 8 ON 7 BRAKE ROTOR 
YOUR CHOICE OF ANY CALIPER AND BRACKET THAT SUITS YOUR NEEDS 

BRP 9390

FRONT HUB COMBINATIONS 
#1    
NON FLOATING 3 BOLT 
BRP 9382 FRONT HUB 
BRP 65W ROTOR 
BRP 4588 OR BRP 9215 ADJ CAMBER SPINDLE 
BRP 9390 BRAKE BRACKET 
BRC 170-1526 BRAKE CALIPER !
#2 
NON FLOATING 8 ON 7 
BRP 9382 FRONT HUB 
BRP 67 ROTOR 
BRP 4588 OR BRP 9215 ADJ CAMBER SPINDLE 
BRP 9391 BRAKE BRACKET 
BRP 9384 ROTOR ADAPTER 
BRC 170-1526 BRAKE CALIPER !
#3 
FLOATING 8 ON 7 
BRP 9382 FRONT HUB 
BRP 67 ROTOR 
BRP 4588 OR BRP 9215 ADJ CAMBER SPINDLE 
BRP 9391 BRAKE BRACKET 
BRP 9386 FLOATING T-NUTS 
BRC 170-1526 BRAKE CALIPER 



a few notes and options for your hubs 
!
BRP 9380 HUB ONLY  comes with a small steel ring in 
package. install your inner seal, then place this steel ring 
on top of the seal. when you install the rotor, the steel 
ring will be pinched by the ears of the rotor and push down 
on the seal to keep it in place 
!
ALL REAR HUBS 
!
torque all drive flange nuts to 20 ft lbs  
make sure to check them regularly 
!
ALL HUBS  
!
if using oil instead of grease, you must use axle tube seal to 
prevent the oil from running into  the axle tubes. the part 
numbers are as follows 
!
brp 9397 for the front  
brp 9398 for the rear 
!
always use sae 80w/90 or equivalent oil in hubs. do not 
over fill. 
!
front and rear hubs will take 3.5 -4 ounces, see instruction 
sheet below 
!
always make sure to keep the grooves on floating rotors 
clean 
!
check all safety wired bolts weekly 
!
check 3 or 5 rotor adapter to hub bolts weekly 
!
!
!
!



 

oil fill instruction picture 
BRP 9380, 9382, 9383

716.285.7502905.685.7223

install rear brp 9398 inner axle seal until it bottoms out in the tube 
install front brp 9397 inner spindle seal until it is just inside of the tube. do not 
push in too far or it will take too much oil to properly fill your hub !
turn oil fill plug up to 12 o’clock, pour in 3-1/2 to 4 ounces of oil. give it a moment 
to flow to the bottom of the hub. at this time, turn the oil fill plug to 8 o’clock 
( see picture) and let the excess oil drain out. once it has drained to that level, turn 
pack up and install cap. !
make sure to check oil level weekly




